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ROCK WOOL INSULATION BLANKET WITH WIRE MESH 

TECHNICAL DATA SHEET 
 

Our Rock wool (Mineral Wool) blankets are mainly made of 

natural stone. The selected stone are melted in a cupola at 

approximately 1450 ° C, and the molten lava is fiberized by a 

spinner. The fibers are then coated with a thermosetting 

binder which bonds the fibers into a mat. The mat is then cut 

into suitable sizes for ease of handling and installation. Other 

products such as wired blanket, pipe cover or faced products 

are produced by secondary processes. 

It is complies with CE standards, ASTM C592 and JIS 

A9504. 

Rock wool (Mineral Wool) blanket is particularly designed to 

meet the specific thermal insulation, fire protection and 

sound attenuation requirements for large process pipework, 

tanks, vessels, boilers and ducts. 

 

Characteristics of Rock/Mineral Wool Insulation: 

 Non-combustible and fire resistant to about 1,400 degrees 

 Meets the highest fire classification rating. 

 No burning droplets, promote flashover or release toxic gases during a fire.  

 Compression and tensile strength meets the national standard. 

 Excellent permeability and thermal properties assist the reduction of condensation built-up in 

the system. 

 Water repellent and moisture resistant and is mostly made up of inorganic fibres.  

 Dimensionally stable and does not shrink, warp or deform over time.  

 Excellent sound absorbing properties. 

 Easy to cut and handle. 

 Neutral or slightly alkaline and does not cause corrosion on fiber glass mesh and metal 

fixing. 

 Fibres are non-toxic and fully safe for use. 

 Made from natural, sustainable material 

 Typically contains up to 75 percent recycled content 

 Retains heat well and traps air, which slows the transfer of heat 

 Excellent sound-deadening properties 

 Higher insulating value than fiberglass 

 Long-term performance—rock wool doesn’t degrade over time 

 Allows moisture to escape (which deters mold and mildew) 

 Dense, firm batts are friction-fit into place; no stapling necessary 
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Typical Applications of Rockwool Insulation Blankets: 

 High Temperature thermal insulation of upto 1400 degrees Celsius  

 Pipe Insulation 

 Sound Insulation 

  

Technical Data: 
Rock / Mineral Wool Blanket With Wire Mesh 

Density (kg/m3) 50-150 

Heat Conductive Coefficient (w/m*k) 0.042 

Shot content (%) 6.3 

Fiber Mean Value (µm) 5.0 

Organics content (ppm) 2.9 

Nonflammable Grade A1 

Sound absorption coefficient 0.72 

Temp for shrinkage under hot load (℃) 99.5 

length 3000mm-5000mm 

width 600mm or 630mm 

thickness 30mm-100mm 

 
 

 

 

 

 

 

Note: Data are average results of test conducted under standard procedures and are subject to variation. 

Results should not be used for specification purposes. 

The information, recommendations and opinions set forth herein are offered solely for your consideration, 

inquiry and verification, and are not, in part or total, to be construed as constituting a warrant or 

representation for which we assume legal responsibility. Nothing contained herein is to be interpreted as 

authorization to practice patented invention without a license. 

A material safety data sheet (MSDS) is available upon request. 
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